
StaticSoil

Resistant Resistant

Resistant Resistant

Fade Wear

FIVESTAR

Guage
Deling
Teilung

Manufacturing technique
Productietechniek
Herstellungstechnik     

Pile Composition
Poolsamenstelling
Material der Nutzschicht

Primary Backing
Tuftdoek
Tragermaterial

Secondry Backing
Rug
Ruckenausstattung

Width
Breedte
Breite 

Pile Weight 
Poolgewicht
Polgewicht

Total Height
Totale Hoogte
Gesamthohe

1/8”

p.p

Precision     

Primary Carpet Backing

100 % Polyester

400 Cm

260 gr/m2

3.5 mm

Antistatic material
 

< 2 KV_

Colour Fastness to light : NF EN ISO -B02
 

5

Colour Fastness to rubbing : NF EN ISO 105-X12
 

4

Thermal Resistance (m2c/W)
 

< 0,17

Sound absorption
 

Number of stitches per square meter
 
Cleaning  :  
Regular Care :  vacum brush cleaning
Occasional cleaning :diluted shampoos with no fat residue on drying.
Renovation by shampoo and extraction.    
                    
 

35  dB

126080 / M
2

Divsion Tuft

1867
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Amman Jordan
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Tel :00962 6 4050066
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